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Easy loading of media

Interface port for various
connectivity

Shipping Labels
Logistics Labels
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Ideal solution for your
medium-duty labelling needs
in the Logistics &
Manufacturing Industry

The LM408e/412¢ is the ideal solution for your medium-
duty labelling needs in the logistics and manufacturing
industries. It has been designed to offer the small and
medium-sized companies the most affordable solution to
efficiently manage the organisation and flow of materials
and goods throughout the supply chain.




LM408 /LM412

General Specifications:

Print Method

Print Resolution

Max. Print Area

Print Speed
Media Type
Width
Media Size
Length
Thickness

Outer Diameter

Media Roll Size

Inner Diameter

Wind Orientation

Width
Length
Ribbon Thickness
Wound
Sensor Type
Processor
Interfaces Choices
Barcode 1-D
Symbologies
2-D
Barcode Ratio
Barcode Rotation

Expansion Ratio

Matrix Fonts

Useful Features

Self-Diagnosis Check

Functions
Operational Panel Switch
LED
LCD
Potentiometer
Dimension
Weight
Power Requirements
. Operational
Environment
Storage

Regulatory Approvals

Options

Regional Headquarters

L

The Standard For Reliable

Barcode Printing

LM408e LM412e
Thermal Transfer / Direct Thermal
203dpi (8dpmm) 305dpi (12dpmm)
W104mm x L178mm (W4.1" x L7")
50mm - 150mm/sec (2 - 6ips)
SATO recommended roll paper and fanfold
22 -128mm (0.87" - 5.04")
Backing paper size: 25 - 131mm (0.98" - 5.16")
6 - 178mm (0.24" - 7")
Backing paper size: 9 - 181mm (0.87" - 5.04")
0.08 - 0.26mm
218.44mm (8.6")
76.2mm (3")
Face-in
111mm (4.37")
450M
5.8 Micron
Face IN
Reflective Sensor (I-Mark), See-through sensor (Gap)
32-Bit RISC
IEEE 1284, High Speed RS232C, Mini LAN, Wireless LAN, USB
UPC-A/E, EAN8/13, JAN8/13, CODE39, CODE93, CODE128, UCC/EAN 128,
Interleaved 2/5,Industrial 2/5, Matrix 2/5, NW-7,MSI, Bookland, Postnet
QR Code, PDF417, Maxi Code, Data Matrix
1:2, 1:3, 2:5; Arbitrary user settings allowed
0°, 90°, 180°, 270°
Characters: Height 1 - 12 times, Width 1 - 12 times , Barcode: L1 - L12
XU 5x9,XS 17x17,XM 24x24,XB 48x48,XL 48x48 (Alphanumeric, Symbol)
OCR-A 15x22,0CR-B 20x24 OCR-A 22x33,0CR-B 30x36
Status report, Graphic, Sequential numbering, Form overlay, Storage of formats,
Storage of custom designed character in memory, Font decoration, Reverse printing function,
Line print, Hex dump print, Outline, Outline variation, Label skip, Zero slash switchover
Head check, Paper end, Ribbon end, Ribbon near end, Head open, Test print
LINE, FEED
Status Indication (Green, Red)
Backlit green LCD, two-line 16 character alphanumeric display
PRINT, PITCH, OFFSET
W271 x D430 x H321mm (W10.67" x D16.93" x H12.64")
13kg (28.61b.)
AC100 to 120V or AC200V to 240V (Jumper)
5~40°C (30~80%) non-condensing
-5~60°C (30~90%) non-condensing
FCC Class B, U/L, CE, CCC, MIC, EN55022 Class B, EN61000
Calendar IC, 2MB x 2 Expansion ROM,

External Rewinder with External Power Supply

Other SATO Offices in Asia Pacific

SATO Asia Pacific Pte. Ltd.
438A Alexandra Road #05-01/04
Alexandra Technopark,
Singapore 119967

Tel : (65) 6271 5300

Fax 1 (65) 6273 6011

Email = : sales@satoasiapacific.com

Website : www.satoworldwide.com
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